
IT  WHY-FL1 LAMPEGGIANTE LED 

Cod. 6901877

Manuale istruzioni ed avvertenze

Per la vostra sicurezza, leggere attentamente le 
istruzioni prima dell’installazione.
Assicuratevi che la corrente elettrica sia disattivata 
prima di connettere i cavi! 

Specifiche tecniche

Alimentazione: 12-265VAC /DC
Potenza: < 3 Watt
Temperatura di lavoro: -20º/+60°C

Connessione e settaggio

CN1: Alimentazione 
CN2: Antenna 
JP1: Con jumper inserito il LED 
emette luce lampeggiante
Senza jumper inserito il LED 
emette luce fissa

Per evitare infiltrazioni d’acqua 
vi raccomandiamo di prestare 
attenzione alle immagini sotto:

EN  WHY-FL1 LED FLASH LAMP 

Cod. 6901877

Instruction manual and warnings

For your safety, please read manual instruction 
carefully before beginning installation
Please ensure the power being turned off before 
connecting wires!

Technical Specifications

Power supply: 12-265VAC /DC
Power: < 3 Watt
Working temperature: -20º/+60°C

Connecting and setup

CN1: Power supply
CN2: Antenna
JP1: With jumper inserted the LED 
emits blinking light
Without jumper inserted the LED 
emits fixed light

To avoid water infiltration we 
strongly reccomend to pay attention 
to the pictures below:

Installazione corretta 
Proper installation    

Installazione errata
Wrong installation
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